()

O

i

-~

Technische Information

Philips Data Systems

Unternehmensbereich der
Philips K ikati Industrie AG

Sachgebiet: .. p..3500.—
Fal

Nr.: 17
Modell: P 3500 Hauptbaugruppe:
OAnderung: _ R EIL EASE 2 (O Techn. Hinweis [X] Aligemein

Bemerkung:
Betreff:

INHALTSVERZEICHNISS

Seite 1 von 12 INHALTSVERZEICHNISS UND RELEASE-UMFANG

Seite 2 von 12 INSTALLATIONS-PROZEDUR

Seite 3 von 12 CONFIG MENU 01 REGISTRATION

Seite & von 12 HILFS-MENJ ZUR CURSORSTEUERUNG

Seite 5 von 12 CONFIG MENU 02 'DISK-DRIVES

Seite 6 von 12 CONFIG MENO 03 SLAVE-PROZESSOREN

Seite 7 von 12 CONFIG MENU 04 EXPANDER CARD CONNECTIONS

Seite 8 von 12 CONFIG MENU 05 COMPATIBILITY FLAGS

Seite 9 von 12 CONFIG MENU 06 CUSTOMER DISK

Seite 10 von 12 PATCH-LISTE

Seite 11 von 12 00 GEN UND 0O CUSTOMER

von 12

Seite 12

DIE KLEINSTE P3500 : P3500-10

RELEASE-UMFANG

Hardware
a. SESCO
bh. Neues

c. Neues

d. Extension Kabinetts SM8 und 10MB

anstelle von FLEXCO und SASI-ADAPTER (dadurch 4 Arbeitsplatze moglich.

IPL-Prom auf den PMUs

Microprogramm im P 2711

(Stand 2.01)

e. P 3500-10 mit 2 x 320KB Floppy-Disk und 12 Zoll Bildschirm P2705

SOFTWARE

a. Neues CONFIG Programm in Menitechnik

b. Unterschiedliche Direktorygrdssen bei 5M8 und 10M8

c. Es sind 2 Spoolprinter generierbar

d. Software auf 320KB Oisketten f4r P 3500-10
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INSTALLATIONS-PROZEDUR (AB REL.2 . FUR P 3500-20,-30.-40)

01.

02.

03.

04,

05.

06.

07.

08.

09.

10.
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Montage der Hardware

Starten der Kunden-P3500 mit dem -TKSYSTEM-
{Kopie des Tk-TURBODOS der GS)

Anpassen des -TKSYSTEMS- an die installierte Kunden-P3500
{CONFIG + DO GEN + aus- und einschalten )

Loschen der evt. vorhandenen Festplatte
(Mit ERASEDIR (Rel.2) um das DIRECTORY auf die generierte Grdéfle einzustellen)

(Wenn ein Kunden-System umgeneriert werden muB, und die
DIRECTORY-GROBE geandert wird, muB mit COPY die Festplatte
vorher gesichert werden)

Testen der Kunden-P3500 mit FETEST (Rel.2) x)
Starten und Generieren mit dem STARTER-SYSTEM des Kunden
(CONFIG + DO GEN + aus- und einschalten + D0 CUSTOMER +

HWTEST (Rel.2) ven der Testprogrammdiskette nach USER O des Kunden-Systems kopxeren)

2 X Sichern des generierten Kunden-Systems auf Kunden-Disketten
(USER 0 und 31 der Festplatte bzw. der Diskette)

Original STARTER-SYSTEM und eine Sicherung des generierten
KUNDEN-SYSTEMS verbleiben beim Kunden.

Zweite Sicherung des generlerten KUNDEN-SYSTEMS kommt zusammen
mit der CONFIG-LISTE in .die Geschaftsstelle zu den Akten des
Kunden

Kurzeinweisung des Kunden in HWTEST x)

*) FETEST und HWTEST werden bei Verfugbarkeit nachgeliefert.
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CONFIG

3.01

a)

b)

c)

Das dem Kunden gelieferte Starter-System kennt nur folgende
Systemkomponenten 1. Disk Orive A = Flexible 0Disk
2. Drucker A Kanal B - Master/9600bd
3. BILDOSCHIRM Kanal B8 - Slave

Das CONFIG in Release 2.0 ist in Menitechnik aufgebaut
und umfasst folgende Schritte:

Nach Aufruf von CONFIG in USER 1 erscheint das Eroffnugsbild.

Die Leertaste betatigen, Menu 1 erscheint auf dem Bildschirm.

REGISTRATION

In diesem Meni (SCREEN 01) sind allgemeine Fragen zu beantworten.
In der Rubrik "Remarks” ist das zu generierende System zu beschreiben

und Besonderheiten festzuhalten.
Nur SCREEN 01 ist nach der Generierung als Teil des Betriebssystems

in der Datei CONFIG.REG gespeichert.

MENU 01 (BEISPIEL)

L e i e T e T Ty +
0 6
0 SCREEN 01 REGISTRATION P3500 CONFIG rel 2.0 o
0 -0
o Enter TurboDOS serial number : Turbodos Nummer angeben .0
0 TurboDOS 12NC number : 8702 402 10120 0
0 Enter Customer name : Anwender Name angeben 0
6 Enter Engineers name : Techniker Name angeben _ 0
o Enter Branch Office ‘ : Geschaftsstelle Ort angeben 0
6 Enter date (dd-mm-yy) : Datum angeben (<]
a Remarks 0
0 PROZESSOR KANAL A KANAL B 0
6 Master P 2933 . o
6 Slave 1 P 2711 6?
) Slave 2 Epson P 2923 P 2711 6
6 Drive A 10MB Directorygrosse 2KB o
o Drive 8 Flexible Disk 640K8 0
o} 6
6 0
0 >>>>>> PORTIONS COPYRIGHTED BY MICROSOFT, 1981 <<<<<K FvdR 0
o 0
B o o e e e e e e e e e e e e e e e e e e e m e e e e e e e e m E e e e e = - - . - = - = — +
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HILFSMENU ZUR CURSORSTEUERUNG
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Den Cursor kann man in den Mends mit bestimmten Tasten bewegen.

Die Erkliarung der Cursorsteuerung ist in einem Hilfsmend abgespeichert.
Durch betatigen der “HILFE" Taste kann man sich das Hilfsmenu
jederzeit anzeigen lassen.

HILFS-MENU

TASTE: | AKTION:
WORT LINKS Feld zuruck (nicht im ersten Feld)
WORT RECHTS -TAB- <CR> Nachstes Feld (nicht im letzten Feld)
DOPPEL PFEIL nach oben ' 1 Mend zurdck (nicht in Menid 01)
DOPPEL PFEIL nach unten - Nichstes Mend (nicht im Meni 06)
ABBRUCH "Erfassungsprogramm beenden
CURSOR nach oben Feld nach oben
CURSOR nach unten-Linefeed Feld nach unten
CURSOR links - Backspace Feld zurdck
Positionieren in einem Feld nach links
CURSOR rechts ' Feld vorwarts
Positionieren in einem Feld nach rechts
SCHNLL Der Cursor springt in das erste Feld
im Menu

TK-Abt. Technik OPP 02.11.83 P..3500.. .4..von .12...
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DISK-DRIVES

3.02 Mit der Taste "DOPPEL PFEIL nach unten” kommt man in Men( 02
DISK-DRIVES.

Disk Drive Generierung Release 2
a. Generierbar sind die Orives A , B und C.

b. Im Gegesatz zu allen bisherigen Informationen missen die DirektorygrdBen
wie folgt angegeben werden. o
Fir die Floppy-Disk ist eine Direktorygrdsse von 1/4KB(256) 2u generieren
Fur die 5MB Disk ist eine Direktorygrdsse von 1KB(1024) zu generieren.
FUr die 10MB Disk ist eine Direktorygrésse von 2KB(2048) zu generieren.

c. Drive A ist bei Floppy/Fix-Disk Anlagen immer die Fix-Disk SMB oder 10MB.
Orive B ist immer ein Floppy-Laufwerk.
Drive C ist ein Extension-Kabinett 5MB oder 10MB.

MENU 02 (BEISPIEL)

e +,
° | 6.
0 SCREEN 02 DISK DRIVES P3500 CONFIG rel 2.0 0.
o o
) Type: Dir. size o
o 0-None (size must also be 0) 0- 256 (Flex) 6
o 1-Flex 5.25" 3-10Mb fixed 1-1024 (Fixed) 3-4096 (Fixed) O
o 2-5Mb fixed 4L-Dimmed 10Mb fixed 2-2048 (Fixed) 4-8192 (Fixed) 0
o 0
0 Drive Type Dir. size Drive Type Dir. size 0
0 A 3 2 I 0 0 0
o B 1 0 J 0 0 0
6 C 2 1 K 0 0 0.
0 D 0 0 L 0 0 0:
) E 0 0 M 0 0 5.
) F 0 0 N 0 0 o
6 G 0 0 0 0 0 5!
) H 0 0 P 0 0 o
6 0|
6 >>>>>> PORTIONS COPYRIGHTED BY MICROSOFT, 1981 <<<<<< FvdR ]
6 o
o e e e e e e e e e e e = = e = = = = = - = = = = = = = = > e e = e e e e e = e s e an om e = 4-l
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SLAVE-PROZESSCOREN
3.03 Mit der Taste "DOPPEL PFEIL nach unten” kommt man in Meni 03
SLAVE PROZESSOR.
In Mend 03 ist nur die Anzahl der Slave Prozessoren (1-4) anzugeben
Der BATCH Prozessor ist nicht freigegeben daher sind die Fragen
mit “"N" zu beantworten. '
) MENU 03 (BEISPIEL)
7S O et ereding +
8 8
6 SCREEN 03 SLAVE PROCESSORS P3500 CONFIG rel 2.0 6§
o 6
6 : 6
0 Enter number of slave processors : 2 0.
B 6
0 _ 6;
6 Usage of specified slave processors as BATCH processor 6:
o (only 1 BATCH processor allowed per system with at least 2 slaves) 0
0 Specify a BATCH processor by ‘'Y', otherwise ‘N’ 6
. e} 0
\~/ 0 SLAVE 1 N 6
o SLAVE 2 N 0
) SLAVE 3 : N 6
) SLAVE 4 : N 6
0 o
o o
6 _ 6
0 >3>>>> PORTIONS COPYRIGHTED BY MICROSOFT, 1981 <<« FvdR 6%
6 o
S i +
o’
.;..' o
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EXPANDER CARD CONNECTIONS

3.04 Mit der Taste "DOPPEL PFEIL nach unten” kommt man in Menud 04
EXPANDER CARD CONNECTIONS

Es konnen jetzt verschiedene Orucker (GP,Epson,TEC) generiert werden.
Grundsatzlich ist der erste Spooldrucker Drucker A an Kanal B.

Sollen 2 Spooldrucker generiert werden ist evt. ein Patch notwendig der
unter Punkt 4.02 (SEITE 10) beschrieben ist.

MENU 04 (BEISPIEL)

L e ittt +
0 0
o SCREEN 04 EXPANDER CARD CONNECTIONS P3500 CONFIG rel 2.0 o
o 0
o Type: 0-None ' " 3-TEC Printer P5360-02 &
0 1-General Printer P2932/P2933/P2934  4-Modem (not on MASTER) o
0 2-EPSON Printer P2123 0
(¢] )
0 Processor - Channel Type Number of queues : 03 ¢]
5] 0
0 MASTER A 0 0
0 MASTER 8 1 0
o SLAVE 1 A 0 0
o SLAVE 2 A 2 --> None (0) with less than 2 slaves o
6 SLAVE 3 A 0 ~-> None (0) with less than 3 slaves 0
0 SLAVE & A 0 --> None (0) with less than 4 slaves &
6 o
o 0
6 0
o >>»>>>> PORTIONS COPYRIGHTED BY MICROSOFT, 1981 <<<<<<« FvdR 0
o 6
R e e et it R et +

3.05 Bei Rechnerkoppelung ist hier fir den gewinschten Slave ein Modem
anzugeben.

Siehc dazu PATCH-LISTE auf Seite 10.

.
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COMPATIBILITY FLAGS
3.06 Mit der Taste "DOPPEL PFEIL nach unten” kommt man in Mend 05

COMPATIBILITY FLAGS

Die Flags in diesem Menu sind standartmdfig richtig eingestellt
und werden nur auf besondere Anforderung geandert.

MENU 05 (BEISPIEL)

.6 « : 8

o SCREEN 05 COMPATIBILITY FLAGS P3500 CONFIG rel 2.0 63

o 0|

0 0

0 PERMISSIVE SUSPEND GLOBAL/WRITE MIXED MODE LOGICAL o

o 0

"0 MASTER Y N Y Y . N 6%

o 6.

0 SLAVE 1 Y N Y Y N ?

o @ ¢
0 SLAVE 2 Y N Y Y N 0

) 15}

"0 SLAVE 3 Y N - Y Y N 0

0 0

0 SLAVE 4 Y N Y Y N 0.

(6} o

6 Specify setting by ‘Y', no setting by ‘N’ §

0 . o

) >>>>>> PORTIONS COPYRIGHTED BY MICROSOFT, 1981 <<<<<K FvdR o

5 o

e e e e e e e e e e e e e mm e e mmmmemmm e e me-mmm——————-—o—= +i

e
[} .y H X
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CUSTOMER DISK

- > G o oun G - e —— — -

3.07 Mit der Taste "DOPPEL PFEIL nach unten” kommt man in Menu 06
CUSTOMER DISK

2ur 1. Frage:
Bei Anlagen mit Floppy/Fix Disk muB Drive "A" angegeben werden.
Bei Anlagen mit Floppy/Floppy muB Drive "B" angegeben werden.

Zur 2. Frage:
Ist noch kein Rel.2 Turbodos Betriebssystem auf der Anwender Disk/Floppy
so ist die Frage mit "N" zu beantworten.

Zur 3. Frage:

Der Config Summary Report muss immer ausgedruckt werden.
Frage mit "Y" beantworten.

2ur 4. Frage: )
Die REL - Files sollten nicht auf die Anwender Disk/Floppy kopiert
werden (Platzersparnis). Frage mit "N" beantworten.

Zur 5.Frage:

Missen Patches eingefligt werden so ist die Frage nach SPECIAL-SYSTEM
mit "Y" zu beantworten.Siehe dazu unbedingt Seite 10 (PATCH-LISTE).

MENU 06 (BEISPIEL)

S L Ll el Rk Rl R i +
6 ' 6!
0 SCREEN 068 CUSTOMER DISK P3500 CONFIG rel 2.0 o
o o
0 0
0 Enter the customer disk to copy the TurboDOS system to A (A...P) 0
0 0
0 1s there already a Release 2.0 version available on o
6 the customer disk ? N (y/n) 3}
6 ‘ 0
o Do you want to print the CONFIG Summary Report? Y (y/n) o
0 . 0
0 Do the relocatable and generation files have to be 0
6 copied also ? N (y/n) 6
6 } 0
6 Do you want to create a special system ? N (y/n) 6
0 0
o] 6
0 o
o] >»>>>> PORTIONS COPYRIGHTED BY MICROSOFT, 1981 <<<<<K FvdR 0
¢} 0
B m e e e e e e e e m e e e e e e e e e e e e = e e == ———— +

3.07 Mit der Taste "ABBRUCH" wird das Erfassungs-Programm beendet
und die CFG-Files erstellt.
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PATCH-LISTE

4.02
1.

Patch-Moglichkeiten

Wurde die Frage nach SPECIAL-SYSTEM im letzten Meni mit "Y"
beantwortet wird bei jedem CFG-File der generiert wird gefragt

ob ein Patch eingefligt werden soll.

Ist innerhalb einer einzufugenden Zeile ein Komma muss diese Zeile in
Hochkommas gesetzt werden (zB.: "PTRAST = 01,LSTDRA,00,LSTDRB;").

Mit der Taste "CR” koénnen die CFG-Files dbergangen werden in denen
keine Anderung erforderlich ist.

PATCHES in Release 2.0

Generierung von 2 Spooldruckern (Epson/GP,GP/GP,Epson/Epson).
Es ist ein SPECIAL-SYSTEM zu generieran und folgende CFG-Files
sind zu andern.

FILE ! PATCH A ! ABSCHLUSSTASTE
CFGMASTR.GEN ! PTRDRR ;PRINTER DRIVER ! "CR" "CR"
CFGMASTR.PAR ! LSTBRB = 6E ;BAUD-RATE EPSON/GP 96008D! "CR"

'PTRAST = 01,LSTDRA,00,LSTDRB;" ! "CR"

! DSPPAT = 1,2; 1 "CR" "CR"

Die Anderung ist nicht einzufigen bei der Kombination
TEC/EPSON oder TEC/GP. )

MuB ein COMMUNICATION-DRIVER fur die Ubertragung von z.B.
P2000 zur P3500 generiert werden sind folgende Punkte zu*
beachten.(ﬁbertragqu jeweils Uber Kanal A der PMU)

a.)COMMUNICATION-DRIVER im Master :
Es ist ein SPECIAL-SYSTEM zu generieren und folgendes

einzufugen.
FILE !  PATCH IABSCHLUSSTASTE
CFGMASTR.GEN !  COMDRV ; COMMUNICATION DRIVER ! "CR" "“CR"
CFGMASTR.PAR ! SAIBSZ = (80); . I "CR" "CR"

Zusatzlich muss mit Monitor eine Anderung durchgefihrt werden.
Bei Floppy/Floppy Anlagen ab Addresse 04ED und
bei Floppy/Fix-Disk Anlagen ab Addresse 0587 andern.

MONITOR "CR"
L CFGMASTR.GEN "CR"
E (04ED oder 0587) “CR"
L2 = 41 "CR"

20 = 42 “CR"
“"ESC"

S CFGMASTR.GEN “CR"
Q “CR"

Durch diese Anderung wird der Driver SPORB (fur Kanal 8) durch den
Driver SPDRAB (fir Kanal A und B) ersetzt.

TK-Abt. Technik OPP 02.11.83 | ... P..3500....... .10.von .12..
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b.)COMMUNICATION-DRIVER im Slave
Far diesen Slave ist in Meni 04 ein Modem zu generieren plus

den Patch:
FILE ! PATCH ! ABSCHLUSSTASTE
CFGSLAVX.GEN *)! COMDRV ; COMMUNICATION-DRIVER ! “CR" "CR"
CFGSLAVX.PAR *)! SAIBSZ = (80); | “CR" "CR"

*) x ist durch die Nummer des CFG-Files,der geandert werden soll,zu
ersetzen.

DO GEN UND DO CUSTOMER

5.01 DO GEN im USER 1 Hierdurch wird das STARTER-SYSTEM an die
Kunden-P3500 angepasst und gleichzeitig das Kunden-System
generiert-

6.01 DO CUSTOMER in‘USER 1
Ist in Mend 06 die 2.Frage mit "N" beantwortet wird hierdurch der gesamte
USER 0 und 31 des Starter-Systems auf die Fix-Disk/Floppy des Kunden
kopiert plus der Datei OSLOAD.COM aus USER 1(damit das System
spater auch von der FIX-DISK hochfahrt).
Wurde die Frage mit "Y" beantwortet, werden nur die 0S*.SYS-Dateien
aus USER O und aus USER 1 die Datei OSLOAD.COM kopiert.

TK-Abt. Technik OPP 02.11.83 P.3500 1lvon...12
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DIE KLEINSTE P 3500 : P3500-10
7.01 P 3500-10
Far das System P 3500-10 bestehend aus einer Zentraleinheit
mit 2 X 320KB Floppy und dem Bildschirm P 2705 wird ein fertig
generiertes Turbodos Betriebssystem auf 320KB Disketten geliefert.
Hier eine Ubersicht Uber den Umfang des SYSTEMs fur die P 3500-10
) SINGLE/MULTI-USER TURBODOS
N e —————————
. P3500 Cented urst
MFD 'mEN
s s
2x 320KB X k
H B H
KANAL B
BILDSCHIRM-
KANAL 8 ARBEITSPLATZ
SPOOL-DRUCKER baidandiiadd |
, TEC
y DRUCKER A
o/ KANAL A
LOCAL-DRUCKER
KANAL A WS cavte tyoe 6 GP/EPSON
SPOOL-DRUCKER DRUCKER C
GP/EPSON
DRUCKER B
KANAL A
LOCAL-DRUCKER
ePsoN GP/EPSON
' DRUCKER C
DRUCKER A -->QUEUE = A
DRUCKER B -->QUEUE = B KANAL B
BILOSCHIRM-
ARBEITSPLATZ
Eine Veranderung dieses SYSTEMS ist nicht moglich!
N 8eim Xunden sind 2 Kopien des Systems auf Kundendisketten anzufertigen.

TK-Abt. Technix ’ OPP 02.11.83 P.3500. s12von 12
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Update U1.62931.1282 (8222 900 50957 )

Module F52H "P3500 TURBODOS CONFIGURATION GUIDE”

This Update states the TurboDOS 1.22 amendments for module F52H, valid from Release 1.1
onwards.



MANUAL STATUS SURVEY

Module F52H "P3500 TURBODOS CONFIGURATION GUIDE"

For this manual the following updates have been issued:

- U1.62931.1282 (8222 900 50957; December 1982 update for release 1.1)
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TurboDOS 1.22 Documentation Update
Copyright (C) 1982 by Software 2000, Inc.
Configuration Guide Revisions

LONFIGURATION GUIDE REVISIONS

The following revisions should be made to the Configuration Guide to TurboDOS 1.2
May, 1982): :

On page 2-3 (module hierarchy diagram), delete SGLLOG module.

On page 2-6, delete SGLLOG module.

On page 2-7, change length of PATCH module from 64 bytes to 128 bytes.

On page 2-13 (after GEN Command), add:
PACKAGE Command
The PACKAGE command permits you to combine any collection of .REL files
into a single .REL file. The command syntax for PACKAGE is identical to the
GEN command, except the input filename defaults to type .PKG (instead of
+GEN), and the output filename defaults to type .REL. The PACKAGE
command may be used to construct custom packages of TurboDOS modules,
make additions to the supplied "STD" packages, pre-package collections of
driver modules, etc.

On page 2-16 the patch point COMPAT is in FILCOM module, not FILLOK module.

On page 2-17 (in NETMGR module), add the following patch point:
NMBRPS = 0  Number of pre-allocated reply packets

On page 2-17 (in OSLOAD module), add the following patch point:

SCANDN = 0 Scan drives from A-to-P (=0), or P-to-A (=0FF)



TurboDOS 1.22 Documentation Update
Copyright (C) 1982 by Software 2000, Inc.
Configuration Guide Revisions

On page 2-20 (after NMBMBS paragraph), add:

NMBRPS is a byte value that specifies the number of network reply packets to
pre-allocate at cold-start time. This value may be left zero, but memory
fragmentation may be reduced by assigning a positive value (see NMBMBS
above).

On page 2-25, change item 3 as follows:

Single-user without spooling: .liEL files for STDLOADR and STDSINCL‘;
.COM files for AUTOLOAD, BACKUP, BOOT, BUFFERS, COPY, DATE,

DELETE, DIR, DO, DRIVE, DUMP, ERASEDIR, FIXMAP, FORMAT, GEN,
LABEL, LOGOFF, LOGON, MONITOR, PACKAGE, PRINT, RELCVT, RENAME,
SET, SHOW, TYPE, USER and VERIFY; and .REL files for CPMSUP, OSBOOT,
PATCH, RTCNUL, SUBMIT, and all necessary driver modules.

single-user with spooling: .REL files for STDLOADR, STDSINGL and-
STDSPOOL; .COM f{iles for AUTOLOAD, BACKUP, BOOT, BUFFERS, COPY,

DATE, DELETE, DIR, DO, DRIVE, DUMP, ERASEDIR, FIXMAP, FORMAT,
GEN, LABEL, LOGOFF, LOGON, MONITOR, PACKAGE, PRINT, PRINTER,
QUEUE, RELCVT, RENAME, SET, SHOW, TYPE, USER and VERIFY; and
.REL files for CPMSUP, OSBOOT, PATCH, RTCNUL, SUBMIT, and all
necessary driver modules.

Joulti-user petworking: .REL files for STDLOADR, STDSINGL, STDSPOOL,
STDMASTR, STDSLAVE and STDSLAVX; .COM files for AUTOLOAD,
BACKUP, BATCH, BOOT, BUFFERS, CHANGE, COPY, DATE, DELETE, DIR,
DO, DRIVE, DUMP, ERASEDIR, FIFO, FIXMAP, FORMAT, GEN, LABEL,
LOGOFF, LOGON, MASTER, MONITOR, PACKAGE, PRINT, PRINTER,
QUEUE, RECEIVE, RELCVT, RENAME, SEND, SET, SHOW, TYPE, USER and
VERIFY; and .REL files for CONREM, CPMSUP, OSBOOT, PATCH, RTCNUL,
SUBMIT, and all necessary driver modules. '
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Configuration Guide Revisions

On page 3-20 and 3-21 ("Disk Drivers"), change first byte of the disk specification
table format as follows: '
BYTE BLKSIZ ;block size (3=1K,...y 7=16K), plus bit 7 = 1 if fixed disk
In Appendix (sample driver listings), substitute newest drivers provided on TurboDOS
1.22 release disk. In particular, note that sample network drivers (MCDxxx and

SCDxxx) have been completely rewritten to handle a bidirectional network protocol.
Also, a bug has been fixed in the sample serial drivers (SERxxx).
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INTRODUCTION

This C_angu;axm)_ﬁumug_‘[u:mm& provides the information that OEMs, dealers,

and sophisticated end-users need to generate various operating system configurations
and to implement driver modules for various peripheral components.

A companion document, entitled User's Guide to TurboDOQS, provides the information
that users need to write and run programs under the TurboDOS operating system. It
includes an overview of operating system features, a discussion of architecture and
theory of operation, a description of each command, and a definition of each user-
callable function.

. ine TurboDOS Confi .

TurboDOS is a modular operating system consisting of more than 40 separate
functional modules. These modules are "building blocks" which can be combined in
various ways to produce a family of compatible operating systems. TurboDOS
configurations include single-task, spooling, network master and network slave, with
numerous subtle variations possible in each of these broad categories.

Functional modules of TurboDOS are distributed in relocatable form. Hardware-
dependent device drivers are packaged in the same fashion. The GEN command is a
specialized linkage editor which may be used to combine the desired combination of
modules into an executable version of TurboDOS configured with the desired set of
functions and device drivers. The GEN command also includes a symbolic patch
facility which may be used to alter a variety of operating system parameters.

Section 2 describes each functional module of TurboDOS in detail, illustrates how
these modules can be combined in various configurations, and provides step-by-step
system generation procedures.

Imol ing Driver Modul

TurboDOS has been designed to run on any ZSO-based microcomputer with at least
48K of RAM, a random-access mass storage device, and a full-duplex character-
oriented console device (or on an interconnected network of such microcomputers).
The functional modules of TurboDOS are not dependent upon the specific peripheral
devices to be used. Rather, a set of hardware-dependent device driver modules must
be included in each TurboDOS configuration in order to adapt the operating system to
the specific hardware environment.

1-1
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Typical hardware-dependent device driver modules include:

. Console driver

. Printer driver

. Disk driver

. Network circuit driver
. Real-time clock driver
. Communications driver

Although Software 2000 Inc. can supply TurboDOS pre-configured for certain specific
hardware configurations, most OEMs and many dealers and end-users will want to
implement their own hardware-dependent drivers. Driver modules may be readily
written by any competant assembly-language programmer, using a relocating Z80
assembler such as Digital Research's RMAC, Microsoft's MACRO-80, or Phoenix
Software Associates’ PASM. Section 3 provides detailed instructions to programmers
for implementing such driver modules, and the Appendix includes assembly listings of
various sample drivers. '

L ing Requi

TurboDOS is a proprietary software product of Software 2000 Inc. TurboDOS may be
used only after the user has paid the required license fee, signed a copy of the
TurboDOS software license agreement, and returned the signed agreement to Software
2000 Inc. Then it may be used only in strict conformance with the terms of the
software license. Each TurboDOS software license agreement must be filled-out and
signed by the end-user (not by an OEM or dealer on his customer's behalf).

Each software license permits the use of TurboDOS only on one specific computer
system identified by make, model and serial number. A separate license fee must be
paid and a separate license signed for each computer system on which TurboDOS is
used. Network slave computers which are also capable of stand-alone operation
under TurboDOS must each be licensed separately, but slave computers which cannot
be used stand-alone (e.g., because they have no mass storage) do not.

Software 2000 Inc. intends to initiate vigorous legal action against anyone who uses or
reproduces TurboDOS software in a manner which is not in strict conformance with
the terms of the TurboDOS software license agreement.
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Serializati

Each copy of TurboDOS is magnetically serialized with a unique serial number in
order to facilitate tracing of unlicensed copies of TurboDOS.

Each relocatable TurboDOS module which is distributed to a dealer or end-user is
magnetically serialized with a unique serial number. The serial number consists of
two components: an origin number (which identifies the issuing OEM) and a unit
number (which uniquely identifies each copy of TurboDOS issued by that OEM). The
GEN command verifies that all functional modules which make up a TurboDOS
configuration are serialized consistently, and magnetically serializes the resulting
executable version of TurboDOS accordingly.

Each relocatable TurboDOS module which is distributed to an OEM is partially
serialized with an origin number only. Each OEM is provided with a SERIAL
command which must be used to add a unique unit number to the relocatable modules
of each copy of TurboDOS issued by that OEM. The GEN command will not accept
partially serialized modules that have not been uniquely serialized by the OEM.
Conversely, the SERIAL command will not re-serialize modules which have already
been fully serialized.,

OEM R ibiliti

Each OEM is provided with a master copy of TurboDOS relocatable modules.and
command processors on diskette. An OEM is authorized to reproduce and distribute
copies of TurboDOS to dealers and end-users for use on specifically authorized
hardware configurations manufactured or distributed by the OEM. The OEM is
required to serialize each copy of TurboDOS with a unique sequential magnetic serial
number, and to register each serial number promptly by returning a registration card
to Software 2000 Inc. This registration requirement for OEMs is in addition to (not
in lieu of) the requirement for licensing of each end-user.

Each OEM is provided with a master copy of TurtoDOS documentation either in
camera-ready form or in ASCII files on diskette. The OEM is responsible for
reproducing the documentation and providing it with each copy of TurboDOS issued by
that OEM.

An OEM must require a dealer to sign the TurboDOS dealer agreement and return it
to Software 2000 Inc. before the OEM may issue copies of TurboDOS to that dealer.
An OEM must require an end-user to sign the TurboDOS software license and return
it to Software 2000 Inc. before the OEM may issue a copy of TurboDOS directly to
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that end-user.

Deal biliti

A TurboDOS dealer is permitted to purchase individual serialized copies of TurboDQOS
software and documentation from an authorized TurboDOS OEM, and to resell them
to end-users. Dealers are not authorized to make copies of TurboDOS soitware or
documentation for any purpose whatever.

A TurboDOS dealer must require each end-u<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>